





[image: New Logo2]
COLLIN   COUNTY, TEXAS

ADDENDUM  No.  Two (2) 						IFB NO. 04179-11

INVITATION FOR BIDS

FOR

CONSTRUCTION, MYERS PARK PUMP STATION 
AND GROUND STORAGE TANK PROJECT

DATE:		July 27, 2011


NOTICE TO ALL PROSPECTIVE BIDDERS:

YOU ARE HEREBY DIRECTED TO MAKE CHANGES TO THE INVITATION FOR BIDS IN ACCORDANCE WITH THE ATTACHED INFORMATION.
	

1.	 Plan Sheet #2
Total amount of 4-inch exterior PVC Yard Piping is approximately 110 L.F. +; 
Total amount of 1/2-inch exterior PE chlorine injection line is approximately 20 L.F. +.
2.	Plan Sheet #3
Well head piping shall include well piping (valves, fittings and appurtenances), well seal, pipe supports, sealing block, insulation, vent, air line, pressure relief valve, sampling cock, electrical box, conduit, etc. as indicated on the plan sheet.
3.	Plan Sheet #7
Thru-wall placement of pump suction and discharge lines may be adjusted vertically and/or horizontally to accommodate pump station piping and booster pump location. 
Chlorine room piping shall be 1/2” Schedule 80 PVC and mounted to the wall and transition through the wall and into the ground.  The 1/2” SDR 9 PE tubing shall transition from the LMI pump to the wall-mounted Schedule 80 PVC.  The 1/2” SDR 9 PE tubing injection line shall also transition to the schedule 80 PVC in the ground on the exterior of the building.  The exterior above ground schedule 80 PVC shall be insulated on the exterior of the building.
4.	Plan Sheet #9
[bookmark: _GoBack]The building shall have independent 2”x6” ceiling joists and rafters or alternately properly designed roof trusses may be used.  The attic insulation will be installed between the ceiling joists.  All exterior siding will be backed by 7/16” OSB.  The soffit 
width shall be 12” on the side of the building.  There will also be an eave overhang of 6” on each gable end.  A 30# underlayment felt shall be installed between the roof decking and R-Panel roof.  Panel closures will be installed on the upper and lower R-Panel ends. The roof shall have a vented ridge to vent the attic. Interior wall covering shall be 5/16” HardiePanel with a stucco finish.  Joints and corners shall be trimmed.  Exterior wall and gable cover shall be 5/16” HardiePlank lap siding with a wood grain finish.
5.	Plan Sheet #13
Liquid metering pump shall be energized when the water well is pumping.


PLEASE NOTE ALL OTHER TERMS, CONDITIONS, SPECIFICATIONS DRAWINGS, ETC. REMAIN UNCHANGED.

						SINCERELY,
						FRANKLIN YBARBO
						PURCHASING AGENT
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